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Camera System Build-up Unit

Key Features:
SDI signal distribution
Alminium main body
DC power supply for accessories
Slide rail mechanism
One touch fix and release
Viewfinder shoe
Lens control distribution box
V-mount plate

Specifications
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Studio Built-up Unit [
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Zoom, Focus & Lens Remote Controll

Zoom Controller

for all cameras*

A7 RM-CI
IPRDS Lens Remote Control Box

PR 0y with assign buttons*
for Sony/Canon Cameras

NIPROS

FR-S10

Focus Conftroller

for Sony Cameras*

113

*Canon C100/300/500

RM-S1

Lens Remote Conftrol Box

for Sony/Canon Handheld Cameras

FR-P1

Focus and Iris Conftroller

for Panasonic Cameras**

RM-P250

Lens Remote ControlBox

*For Sony PMW-300K1/K2, 320K, 400K, EX-3, F3 and F5
**For Panasonic Handheld Camcorders 5

*Depending on Camera Lens
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Shoulder Adapters / Conversion Kjts

Model No.

for Handheld Camcorders

Key Features:
3 BNC Connectors
XLR-4pin Input

XLR-4pin and D-Tap Outputs
V-Mount Battery Shoe
Soft Shoulder Pad

*SONY Original V-Mount Plate
*SONY Original Shoulder Pad
*DC Converter - 12VDC (?VDC-18VDC)(Approx. 0,8W)

Main Body

Top Handle
o DCCable

| GY-HM&00

Shoulder Adapters/Conversiol

Compatibility Chart

[ Shoulder Adaptor: Power Supply Cable |

DC-P155
DC-P155
DC-P175
DC-P175
DC-P175
DC-P175

DC-XH1
DC-XH1

DC-VCT




ST-7S300 Studio System Example

NIPROS ST-75300 Studio System Items™:

ST-7S300
Shoulder Adapter /
Conversion Kit

FR-S10

Focus Conftroller

AS-1

Zoom Confroller

ASC-1B

Remote Cable for
Monitor Connection

PS-470RHD/I

Optical Fiber
Camera Adapter

PS-570RHD/I

Optical Fiber Base Station

TC-550

Tally Cable

RCC-450S

Remote Control Cable

DL-400

Intercom Headset
(Single Ear Pad Type)

VST-14

Tripod Adaptor

ALC-100M

100m Optical Fiber Cable

CAN-50

DC Power Supply Cable

HDF-700SK

7" HD Viewfinder KIT

M

HDF-700

7" HD Viewfinder

@)

SK-700

Studio Kit for
HDF-700/700V

QM-3

Quick Mount Attachment

*Sony PMW-300 Camcorder
Sony CBK-DCBO1 Demand Interface Unit
Sony RM-B170 Remote Confroller

4K Optical Fiber Transmission System

LS 750

3G-SDI
4K HD/SD-SDI 3D

y y y

GENLOCK INTERCOM RETURN
y J 4

DC 12V x1

60W

TALLY Power Supply* DC 15V x1

J J Output
Signal Error| | Time Code LANC

- n Detection Sync Connector
S S
’ n— LAN IP Signal Check

= NIP, ignal Chec

@ o e Remote Function Function
i sarTin Control J J J

Dual Link 3G-SDI Optical Fiber Transmission System

Key Features:
2 Ch. 3G/HD/SD-SDI input & output
Up fo 2 km fransmission with power supply
Camera remote control function !
Signal type indicator

NIPROS

LS-700

3G-SDI
4K 1 | Lip/spspi 3D

S/ S/ S/
GENLOCK INTERCOM RETURN
y S/ y
. 60W DC 15V
O - TALLY Power Supply* Output x2
S/ J J
s
- Signal Error, | Time Code LANC
=@ ]
3 Detection Sync Connector
=8 J Y,
@
-8 Camera )
L‘ Remote LAN IP Signal Check
Function Function
Control / /

I Sony or Panasonic Cameras
11 4K for Canon RAW (2xBNC)

LS Series Transmission System

Key Features:
5x Down Streams & 1x Up Stream of 3G/HD/SD-SDI
4K + HD or 5x Camera Signal (3G/HD/SD independent mixing)
Active Loop Through Output for each 3G-SDI input of LS-750
LAN IP communication function (100Base-TX)
Up to 2 km transmission with power supply
Camera remote control function**
Signal type indicator

LS-850

" NIPROS

OPTICAL FIBER BASE STATION

MIC LMT  MIC LMT  OM

LiNE LINE OFF LINE OFF OFF PoM)  Pomz
MONLVOL PGM INPUT HP.VOL
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RES T 2 HD D HO 'S0 OUF° HD'SDI QUT § ET 501 1N
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100/200V(B5-240V)
IN GENLOCK IN S ———
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*Max. 75W capability
**Sony, Panasonic, lkegami & Canon Cameras




PS Series Transmission System

_____
Siomey

Optical Fiber Transmission System

PS-570RHD/1 Base Station

PS-470RHD/1 Shoulder Camera Adaptor
PS-270RHD/1 Handy Camera Adaptor

Key Features:
Up to 2 km transmission with power supply
Camera remote control function*
HD/SD-SDI Multi camera system
Real fime system monitoring
V-mount battery plate
Signal type indicator

PS-570RHD/1

" NIPROS

PS-470RHD/1

NIPROS
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HD/SD-SDI RETURN

TALLY

J/ J/ J/
GENLOCK | | INTERCOM LANC
Connector
y/ J
70w | | DC12V |  DC84V |
Power Supply: Output Output
J
. , “Camera |
VU/Peak Time Code
Met Sync Remote
Sy Y y Control /

*Sony and Panasonic Cameras

HD/SD-SDI

RETURN TALLY

y y y
GENLOCK . | INTERCOM LANC

Connector*

y y

sow | | DC12v | | DC84V |

Power Supply
y

Output Output
y y

VU/Peak |

Time Code| Composite '

Meter Sync Input
J/ J/ J/
"HD/SD | Camera
Component Remote
Input Control

ES Series Transmission System

HD/SD-SDI Multi Core Transmission System

ES-600/600P* Base Station
ES-500/500P* Shoulder Camera Adapter
ES-300/300P* Handy Camera Adapter

Key Features:
26 pin hybrid multicore cable
HD/SD-SDI program signal tfransmission
HD/SD-SDI return signal fransmission
Camera remote conftrol function

*ES300/ES-500/ES-600 are for Sony Camcorders
*ES300P/ES-500P/ES-600P are for Panasonic Camcorders



Viewfinders/Moni

HDF-500 _ HDF Series Viewfinders/Monitors

Key Features:
5" HD Viewfinder/Monitor
Switchable Camera/Return HD-SDI p|c’rure
R | Picture in Picture
e Built-in Tally Indicator

¢ rETURN POWER
O mam d

l_ INPUT ZEBRA

MARKER MONO/HGB

UTIL TCTALLY

| .
¥ ) HD 24P
ASSIGN MENU HD/SD-SDI HDMI Component VBS SDI Retumn e
. 1 &
Measz‘:gment Multivi S5k i Marker PCIeka'rg
ultiview " 'eakin
c.) STANDARD eNTER Function || ) s Error J _FUHCUO“ ) g ) | unction,
¥ USER
- 16 Ch. TC PinP B/W Return
Audio Meter Display RGB Remote SW.
Full HD* Large R/G Low V-Mount '

TALLY TALLY Reflection Battery

*HDF-HR500 has Full HD display

Clear Peaking Function

HD , 24P
HD/SD-SDI Component SDI Return Input
Me;jgsgom"ent e, — : [zebre | | e ;%Eii : Monochrome Mode Blue Only Mode
AuoouT| sudoetsr |_Disler e | e Key Features:
e e — 7" Viewfinder/l\/\oni’ror Advanced Zebra Function NS L\
ALY TALY Battery* BuiH'_in TO”y |ndic01‘or Camera (REC RUN MODE!
HprToavhas maunt baftery plate 5 Switchable Camera/Return HD-SDI picture —

HDF-700 HDF-700V

i
i

o0

=
@ ﬁ‘ o =000
ee HOF-700
00.

TC Tally Function

Cascade tally connection with BNC cable

HDF-500u

13




Viewfinders/Monitors

Other Viewfinders/Monitors

BNC Wired Intercom System S

FD-400A/900S + VSE-500HD System chart

o4 FD-400A/D TU-10A
Key Features: Belf pack + dual full FD-400A/S . DL-400/500/550 Tally unit
BNC Wiring covered type headset Belt pack + single ear Intercom headset(*1) Tally out (BNC cable *2) . %D (For FD-400A)
pad type headset
HDM-1800W 18"

Up to 10 units cascade/star connection
Up to 2km cable distance

200 hours continuous usage with
2x AA batteries

Individual audio control

FD-400A

Intercom

belt pack

LVM-89W s

H H H H BNC cable
Tally light indication
Bulit-in equalizer FD-400A
Belt pack + single full
covered type headset
FD-400AN
FD-400A Belt pack only
L) HD 16 Ch. Stereo s H 16 Ch. Stereo il HD 16 Ch. Stereo it Hi 16 Ch. Stereo
Vessurement|  HB/SD-SPI Icomponent| ~ Audio Meter, | fC8 O Speaker M";::;:;’f“; HDZ SD'SDL Component;  Audio Meter RGB 0"”) speater Me;’::c’z.';‘:"; [iLoA SD'SDL Component| - Audio eter BGE °"'VJ speater M‘f::c’z::f"; HD/ SD'SDL Component| - Audio eter ) °"'VJ speaker
ey (. (S Zebra XLR-4pin Headphone| | 24P Zebra Rack T Headpnone| [ 24P Zebra — Rack © Headphone| | 24P Zebra Marker Rack BNC cable
Jack Function Marker DC 12V OUT c Jack Input Function Marker Mount Jack Input Function arer Mount Jack Input Function Mount
“— J J J J J J J v v J J J J J J J J
” -
HDM-4000 43 HDM-3000 5
TIHETROS -~
: o'e‘e o'e
o0 o'e o'e o'e
BNC cable
e " y w ) [Tween | ' Stereo Rr— ’ - . -
Measurement, HD/SD-SDI " RGB Only g HD 16 Ch. Stereo .
Function J Componen; Audio Metedr’l J Speaker Me;::::::‘en; HD/SD-SDI Componen; Audio Mete; RGB Only)l Speaker Key Feqtures.
Tc Headphone 24P Zebra Mark XLR-4pin Headph 24P Zebra XLR-4pin g HD-SDlin 5‘ g - —
Input Function arker | pcaavin C Sl - Marker . . T o
Jack | nput | J J Y J Jack Input J Functlonj J DCl2VINj 5 groups commun|c0f|on ' a ]
HD-SDIin 2 o -
SINC AL e — (]
b Up to 8 units of FD-400A for each group i =n T
TALLY UNIT ~ ooooo i @
" G Tally out 5 al
HDM-2000 7 HDM-70SP 7 Call & talk for all groups/each group e INE1 2345 = — 2 (O erey_,
o g P out
y : i = Tally output to each group & 3s f —r e ] D:DIDDWJJDD
i = — 0!
Tally Unit Power supply for each FD-400A FD-900S : ,
* . . . .. Intercom main station 1D§SL!‘: ]DSSL;: VSE-500HD
Option for Multi Camera System PGM audio mixing p P HD compact switcher v
(Enable to connect other brand switchers as well)
Program audio in
FD-400A System Chart (Example, line audio can be mixed to intercom audio)
DL-400/500/550
- - - - - - - - - - - Intercom headset
Full 16 Ch. Stereo Full HD 16 Ch. Stereo eFE—
Me;sure_mem HD/SD-SDI| 0 oonent!  Audio Meter] | RGB Only Speaker MeFasuriment HD/SDSDI| 0 oonent!  Audio Meter] | RGB Only S an ke
unction o ) " o unction - - ™~ ) - - Mc_808
- 2 2 " 2 . 2 . 2 . 2 " 2 " 2 " 2 . 2 . [———— Gooseneck Mic
Headphone 24P Zebra XLR-4pin Headphone 24P Zebra XLR-4pin
TC 1 Marker TC n Marker
Input Function DC 12V IN Jack Input Function DC 12V IN
.| 4 o Jack J npu " " " o J acl " npu J " g g

Max. 10 units of FD-400A can be chained with Max. 2 km BNC cable length in total.




_____Audio Mixers + Audio Limiter

4 Channel Audio Field Mixer 3 Channel_ Audio Field Mixer HD @igitd[ Live Switcher

@Setting example of one cameraman
operates two cameras

[ e
(" HD-sDI /_.g

Cameraman
concurrent
switcher | —

-----

630 | 3Channel| Parametric Mo[;c::;ral
Connectorj Inputs ) Equalizer Output SW on Zoom HD-SDI PGM OUT
\ ' . Remote
3.50 ' PFL VU/Peak |
Key Features: Connector W Decwej Function Meter
__ __ A Master Limiter for output channel __ __ __ __ —
6.30 4 Channel| Parametric " . . XLR-4pin Stereo Peak \ \ \ E
comecto) |_inguts| Equanze;j Diccl Variable low cut filter DC 12v||Nj Recording| | Indicator | | " "' 6HD-SDI| SDISignal|  Border | Kev Features: e
__ _ _ _ Equalizer for each input channel _ _ _ _ ey iy ‘e Co);n - s.im o o g £ 5000
3.50 ' PFL |  VU/Peak | S : Phantom | AA | 1Khz |  Battery | ' ' \
Connector| MSDecoder | it | eter Independent Hyper Limiter for each input channel igaeme  satery | | oscilator | | indioatar — — T o i€ Ok}
) y J v J J J ally OUTj itle | white Mat Built-in frame synchronizer
XLR-4pin | Stereo | Peak RCA Out \ REC SYNC Monitor .] One man TWO camerd Opﬂon VS E = 500H D
DC12VIN| Recording| | Indicator | . ; .. PGMOUT| = oUT | | ouT | Monitor preview function
j.l j j j j{yperﬂud‘lo lelter No limiter Normal limiter  Hyper limiter x4 X6/ x5/ p NIPROS
AA \ 1Khz \ Battery \ Phantom \ Fs - 205 .. .. .. 3 HD SUPER LIVE SWITCHER VSE'SWHD
Battery J Oscilatorj Indicatorj P48/ A812j _ X / \ OVER '0";‘: NONOVER LOAD Direct Cut Overlap Auto Take r-u:nsn
. J J y
NIPROS ‘ ‘ ‘ ._ .
AC & DC 13 FRAME/TITLE MENU
w g i Operationj Patterns/

Key Features:
Distortion protection over 30dB

1 input 2 outputs
o -
2 inputs 2 outputs selection
7 } X
VU/Peak | Phantom| = 1khz H u
Meter | P48 ) Oscilator '

WIPE PATTERN

TRANSITION TIME
ITLE SET

BLACK/TSG
|

BLACK/MAT AUTO TAKE

i
+4-70 -0 +4-20 -60

350 | Peak

Connector Indicator LN
J J

J




: SDI Reclocker + Audio Embedder

VHD-2200 Dual Channel 3G/HD-SDI Reclocker

3G/HD/SD-SDI signal cable loss compensation

lndiVidUO| Gnd simul’roneous reC|OCking Bleck Diagram for 2 to 3 cameras systermn apolication

Restoring signal up to original level Qm—
——\ s CAMET Me c.--.-:I:- Moo CAMIY Mar
2 Channel signal disribution EI o ﬁmﬁ]m—lm - . N —

LED input indicators

Degraded signal

DC Splitter

Up to 3 simultaneous power supply for
Handheld camcorders and

Memory recorders

Securing the power supply

Simultaneous mobile phone charging

Built-in V- mount plate
DC 12V input

XLR-4pin 12V x2 outputs

Mini-4pin 12V-8.4V x3 outputs

D-tap 12V x1 output
USB 5V x4 outputs

2Ax3

USB 5V 2A

il

POWER

OFF ON

Other Products ]

UVPS Unit e

Unexpected power disconnection protection
V-mount battery connector

Simultaneous power supply from 4 connectors
Backup function - power transformer

Power input indicator

Audio Embedder

4 Ch. Analog audio signal individual inserting

No limiter Normal limiter  Hyper limiter

m OVERLOAD NON OVER LOAD
N

Time Code output

Delay adjustment (0 - 3 frames)

Audio bar meters for each channel
Up to 16 channels audio embeding with 4x F-1 units

Built-in hyper limiter for each channel
X2 SDI video/

audio output

XLR Mic. /Line level input

\E o BNC VTR
[0 T-0e < g
[ [ ]
XLRInput A A A A Back-up VTR =X

Camera/Switcher - N
Mic./Line Input Monitor for

confirmation

Noise Eater

Ground noise cancellation or reduction

Input signal adjustment

Multi output signall

LED CamLight

Tangsten Light 3200K

Day Light 5600K

Individual Control

UC-600

—
—

HD-SDI Distributor
VHD-5000 4x 4 obm s
oo

- 1 Input
~ 4 Output

VHD-200

1 Input
NIPROS 2 Output

DE1IV N




NIPROS"

(C) Nippon Video System Co. Ltd. All rights reserved.

Features and specifications are subject to change without nofice.
HDMI is a trademark of HDMI Licensing, LLC.

“NIPROS" is an international brand name of “PROTECH" product.
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Syntex Bratislava s.r.o.

Zelezni¢na 23, 82107 Bratislava, SK
02/4552 5471, 3214 4496
info@syntex.sk

www.syntex.sk

Syntex Praha s.r.o.

Michelska 21, 14000 Praha 4 - Michle, CZ
+420 241 482 662

info@syntex.cz

WWW.syntex.cz
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